WE CLAIM: 



1 1 . A method of operating basic industrial plant complex, comtirising: 

2 arranging basic industrial plants including an oil refinin g pjant, an oil-fire d power p lant, a 

3 cement plant, and a steelmaking plant in close proximity to or adjacent to each other; and 

4 combining said basic industrial plants by a plurality of transporters for partially or 

5 completely supplying product, byproduct or waste material from one of the basic industrial 

6 \ plants as a fiiel, power source, and/or raw material for products to another plant in the basic ^ 

7 J industrial plants, / 

^8 transporting to said cement plant at leastjwo oyspent catalyst waste from the oil refining 

^ / 

""^9 plant, drain sludge firom a storage tank of the oil-refirfing plant, slag fi-om the steelmaking plant 

m - . ^ ' 

yo and dust fi-om the steelmaking plant. / 

^ / 

M / 

5 / 

" • / 

O 2. The method ofoperating basic industrial plant complex, as claimed in claim 1, ^ 

H wherein said basic industrial plants are located alongside sea and have a common port facility. 



3. The method of operating basic industrial plant complex, as claimed in claim 1, further 
comprising the step of delivering supplying products from said basic industrial plants to outside 
of said complex. / 

4. The method of operating basic industrial plant complex, as claimed in claim 1, further 

/ ^ 

comprising the step of treating waste materials, generated inside and/or outside of said complex, 
within said complex. / 
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5. The method of operating basic industrial plant complex, as claimed in claim 1, further 
comprising the step of treating, in one lot, exhaust gas as gaseous waste from the oil refming^^ 
plant, the oil-fired power plant, the cement plant, and/he steelmaking plant. 

1 6. The method of operating basic industrial plant complex, as claimed in claim 5, further 

2 comprising the steps of: / 

3 desulfurizing said exhaust gas as gaseous waste generated from the oil refining plant, the 

4 oil-fired power plant, the cement plant, and tne steelmaking plant in the common waste gas 

5 treatment facility in one lot to remove harmiul materials; arid 

-fl6 supplying gypsum as byproduct generated from the waste gas treatment facility to the 

\- 1 / 
7 cement plant through one of said transnorters. 

lU / 

^ 1 7. The method of operating pasic industrial plant complex, as claimed in claim 1, further 

H / 

□ 2 comprising the steps of: / 

N 3 treating in a common wasie liquid treatment facility in one lot, waste liquid generated 

4 from the oil refining plant, the oil-fired power plant, the cement plant, and the steelmaking plant 

5 to remove harmful materials, ^id 

6 (^supplying sludge containing said harmful materials to the cement plant. 



1 8. The method of operating basic industrial plant complex, as claimed in claim 5, further 

2 comprising the steps off 

3 treating in a common waste liquid treatment facility in one lot, waste liquid generated 

4 from the oil refming^lant, the oil-fired power plant, the cement plant, and the steelmaking plant 
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5 to remove harmflil materials, and / 

6 supplying sludge containing said harmful materials to the cement plant.^ 



1 9. The method of operating basic inoustrial plant complex, as claimed in claim 1, further 

2 comprising the steps of: / 

3 using crude oil as a raw material aft said oil refining plant to produce gasoline, kerosene, 

4 gas oil, and residues, which are obtainea from one hydrodesulfurizing unit other than residues in 

5 one lot through atmospheric distillatidn unit; 

6 supplying, with one of said tfansporters, at least one of sludge fi"om storage tanks for the 
9 / 

07 products, spent catalyst waste and/vaste gas from t he hydrodesulfiirizing unit to the cement 

2^8 plant; and / 

519 supplying, with one of said transporters, the heavy oil or residues as fuel to at least one of 

1 10 the oil-fired power plant, the cement plant, and the steelmaking plant. 

1 10. The method of operating basic industrial plant complex, as claimed in claim 1, 

^ 2 further comprising the steps of: 

3 using, at said oil-fired power plant, heavy oil or residues as fuel from the oil refining 

4 plant to produce power as product; and 

5 supplying, with one of said transporters, power to the oil refining plant, the cement plant, 

6 and the steelmaking plant. 

11. The/method of operating basic industrial plant complex, as claimed in claim 1, 
further comprising the step of: 
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supplying steam or hot water as heat source from said oil-fired power plant to the oil 
refining plant with one of said transporters. / 



1 12. The method of operating basic indusirial plant complex, as claimed in claim 1, 

2 fiirther comprising the steps of: / 

3 producing steel products from scrap as a main raw material in an electric arc fiimace at 

4 said steelmaking plant; and / 

5 supplying slag and dust generated ffom the steelmaking plant to the cement plant with 

6 one of said transporters. / 

^'1 13. The method of operating bAsic industrial plant complex, as claimed in claim 7, 

r^2 wherein said cement plant uses limestone as a main raw material to mainly produce 

ii / 

^ 3 Portland cement, and uses heavy oil/or residues, and waste gas from the oil refining plant as fiiel 

q4 in a burning process thereof, and further uses, as an auxiliary raw material or a part of fuel, at 

-45 least one of the spent catalyst waste from the oil refining plant, the drain sludge from the storage 

H=6 tanks, the slag and dust from thef steelmaking plant, the gypsum from the waste gas treatment 

7 facility as byproduct, and the sludge from the waste liquid treatment facility. 

1 14. The method of operating basic industrial plant complex, as claimed in claim 8, 

2 wherein said cement plant uses limestone as a main raw material to mainly produce 

3 Portland cement, and uses heavy oil or residues, and waste gas from the oil refining plant as fiiel 

4 in a burning process thereof, and fiirther uses, as an auxiliary raw material or a part of fiiel, at 

5 least one of the spent catalyst waste from the oil refining plant, the drain sludge from the storage 
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tanks, the slag and dust from the steelmaking plant, the gypsum from the waste gas treatment 
facility as byproduct, and the sludge from the waste liqmid treatment facility. 

15. A method of operating basic industrial mant complex, comprising the steps of: 
arranging basic industrial plants including a /coal-fired power plant, a cement plant, and a 

steelmaking plant in close proximity to or adjacent to each other; 

combining said basic industrial plants by k plurality of transporters for partially or 
completely supplying product, byproduct or wa^e material from a plant in said basic industrial 
plant complex as a fiiel, power source, and/or raw material for products to another plant in said 
basic industrial plant complex, / 

transporting to said cement plant at least two of coal ash from the coal-fired power plant, 
slag from the steelmaking plant and dust from the steelmaking plant. 

16. The method of operating basic industrial plant complex, as claimed in claim 15, 
wherein said basic industrial plants aref located alongside sea and have a conmion port facility. 

17. The method of operating basic industrial plant complex, as claimed in claim 15, 
fiirther comprising the step of supmying products from said basic industrial plants to outside of 
said complex. / 

18. The method of Operating basic industrial plant complex, as claimed in claim 15, 
further comprising the step of peating waste materials generated inside and/or outside of said 
complex. / 
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19. The method of operating basic industrial plant complex, as claimed in claim 15, 
further comprising the step of treating, in one lot, exMaust gas as gaseous waste from the coal- 
fired power plant, the cement plant, and the steelmaking plant. 

1 20. The method of operating basic industrial plant complex, as claimed in claim 19, 

2 fiirther comprising the steps of: / 

3 desulfiirizing said exhaust gas as gaseous waste generated* from the coal-fired power 

4 plant, the cement plant, and the steelmaking plant in said common waste gas treatment facility in 

5 one lot to remove harmfiil materials; and / 
? / 

© 6 supplying gypsum as byproductyfrom the waste gas treatment facility to the cement plant 

^ 7 through one of said transporters. / 

D / 

fl I I 

.1 21. The method of operating basic industrial plant complex, as claimed in claiml 5, 

k I 

O 2 fiirther comprising the steps of: / 

M= / 

2^ 3 treating, in one lot, waster liquid generated from the coal-fired power plant, the cement 

^ 4 plant, and the steelmaking plant to remove harmfiil materials, and 

5 supplying sludge containing said harmfiil materials to the cement plant. 

1 22. The method of operating basic industrial plant complex, as claimed in claim 19, 

2 fiirther comprising the steps of 

3 treating, in one lot, waste liquid generated from thej:;.o_alrfir.ed-pawer_plant, the cement 

4 plant, and the steelmaking plant to remove harmfiil materials, and 

5 supplying sludge containing said harmfiil materials to the cement plant. 
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1 23. The method of operating basic industriavplant complex, as claimed in claim 15, 

2 further comprising the steps of: / 

3 using, at coal-fired power plant, coal as fiuel to produce power; 

4 supplying power to the steelmaking pladt and the cement plant through one of said 

5 transporters; and / 

6 supplying coal ash generated from tile coal-fired power plant to the cement plant through 

7 one of said transporters. / 

^ 1 24. The method of operating basic industrial plant complex, as claimed in claim 15, 

"^"i 2 producing produces steel products from scrap as a main raw material in an electric arc 

r*! 3 furnace at said steelmaking plant; and 

1 4 supplying slag and dust gemerated from the steelmaking plant to the cement plant through 

ads / 

Q 5 one of said transporters. / 

y / 
p / 

Ml 25. The method of operating basic industrial plant complex, as claimed in claim 21, 

2 wherein said cement plant uses limestone as a main raw material to mainly produce Portland 

3 cement, and also uses as an Auxiliary raw material or a part of fuel, at least one of the coal ash 

4 from the coal-fired power plant, the slag and dust fi-om the steelmaking plant, the gypsum from 

5 the waste gas treatment facility as byproduct, and the sludge fi-om the waste liquid treatment 

6 facility. / 

1 26. The methofl of operating basic industrial plant complex, as claimed in claim 22, 
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wherein said cement plant uses limestone as ^main raw material to mainly produce Portland 
cement, and also uses as an auxiliary raw material or a part of fuel, at least one of the coal ash 
from t he coal-fi red power plant, the slag/and dust from the steelmaking plant, the gypsum from 
the waste gas treatment facility as b^roduct, and the sludge from the waste liquid treatment 
facility. / 
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